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Thank you for purchasing the ISDT A4 charger.

For safety and a better user experience,please read this manual and 

follow the instruction before using your new charger.

1,Never charge a non-rechargeable battery.

2,Keep the charger away from humidity and high temperature while 

charging,and ensure the cooling fan heats sinking smoothly.

3,Do not let children play with any batteries and chargers.

A4 could charge at most 4 AA or AAA batteries with any combination.

1,Ensure to insert batteries into each slot according to the polarity marks 

on the slot.

2,Connect the A4 to a 5-9V DC power(phone power adapter or PC USB 

port) via its Micro USB port.

3,The orange and purple light blink slowly shows normal charging.And 

the green light always on means the charge completed. 

The charger will auto-start to self-checking once power on.And the 

lights(white) of each channel will be on and o� in turn.

Self-checking succeed:all indicator light will be o�

Self-checking failed:the red indicator light will remind the exception 

type,please check the following list for exception types.

If the charger stay in standby mode without battery inside,the white 

indicator light will be blink each 5s.

SMART CHARGER A4

Input: DC 5~9V/1.5A

Max charging power:10w

Max charging current:1.00A/slot

Battery size:AAA,AA,10500,12500

Battery types:NiMH,NiCd,Li-lon,LiFePO4

Operating temperature:-10℃-40℃

Dimensions(LXWXH):59X63X25mm

Weight:36g

Specification

Operating Introductions LED indicator light introduction

System failure description

normal 

charge

Full charged

Abnormal 

charge

corresponding indicator light blink

NiMH/Cd:orange light;Li-lon/LiFePO4:purple light

Battery level less than 25%:single blink

Battery level between 25% to75%:double blink

Battery level between75% to 99%:triple blink

corresponding indicator light always on

Red indicator light:

double blink:The charging temperature is too high or too low

triple blink:Battery charging capacity exceeds the limit or long-time charging

Light always on:broken-down channel hardware,unable to charge

single blink:internal resistance of battery is too high or charging a 
non-rechargeable battery by mistake

System failure description

Clearing of fault

Channel1

blink

blink

blink

blink

Channel2

o�

blink

blink

blink

Channel3

o�

o�

blink

blink

Channel4

o�

o�

o�

blink

self-checking exception types 

exceeds the limit of operating temperature

Out of range of input voltage

equipment failure,fail to work 

exceptional �rmware ,please update it

faults phenomenon

Power on while
the light is not brigh

too long time to charge

possible reasons solution

Clean the contact point with 
dry cloth or cotton swab

Use more than 5V/1A 
input power

low-power input

Battery is poor contact 
with the charger

insert battery in wrong
 ways or battery reversal

Re-insert battery in 
correct way 

A4 smart charger conforms to relevant CE command and relevant 

commands in B:2010,CHAPTER 15,FCC

For electronic products with this marking in their manuals, please 
separately dispose them with family garbage. When a charger gets 
spoilt and cannot be used anymore, please take it to a nearby 
garbage station or recycle center. 

Any questions,please contact hi@isdt.co freely.

*The above photos and statement is for reference only.Please check our 

web for �nal con�rmation:www.isdt.co

ISDT reserves the right of �nal explanation and revision for the terms.
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1,Micro USB port for power input and PC connection port

2,AA Battery negative plate

3,AAA Battery negative plate 

4,battery positive plate
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